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115 

SASC-050-1 33.1 116.2 34.5 3.7 38.2 3.0 87.7 5.53 

SASC-060-1 41.5 145.8 42.8 4.4 47.2 3.1 110.0 6.94 

SASC-070-1 48.2 169.2 51.4 5.8 57.2 3.0 127.7 8.06 

SASC-100-2 66.2 232.4 69.0 7.4 76.4 3.0 175.4 11.07 

SASC-120-2 83.1 291.6 85.6 8.8 94.4 3.1 220.1 13.89 

SASC-140-2 96.4 338.4 102.8 11.6 114.4 3.0 255.4 16.11 

SASC-160-2 111.5 391.4 115.8 11.6 127.4 3.1 295.4 18.64 

SASC-180-2 134.5 472.1 133.2 13.2 146.4 3.2 356.3 22.48 

SASC-220-2 160.2 562.3 160.1 17.4 177.5 3.2 424.4 26.78 

SASC-250-2 183.0 642.5 182.4 17.6 200.0 3.2 484.9 30.60 

SASC-280-2 216.6 760.2 222.6 23.2 245.8 3.1 573.8 36.20 

SASC-360-2 285.6 1002 273.4 29.6 303.0 3.3 756.6 47.73 

SASC-420-2 332.2 1166 312.8 32.6 345.4 3.4 880.1 55.53 

SASC-480-2 381.3 1338 351.2 39.8 391.0 3.4 1010 63.73 

SASC-560-2 431.4 1514 402.3 41.2 443.5 3.4 1142 72.10 

 
 
 
 
  
 
 

120 

SASC-050-1 32.0 112.2 36.5 3.7 40.2 2.8 84.7 5.34 

SASC-060-1 40.1 140.8 45.3 4.4 49.7 2.8 106.3 6.70 

SASC-070-1 46.2 162.3 54.2 5.8 60.0 2.7 122.5 7.73 

SASC-100-2 63.9 224.4 73.0 7.4 80.4 2.8 169.4 10.69 

SASC-120-2 80.2 281.6 90.6 8.8 99.4 2.8 212.5 13.41 

SASC-140-2 92.5 324.6 108.4 11.6 120.0 2.7 245.0 15.46 

SASC-160-2 106.7 374.6 121.6 11.6 133.2 2.8 282.7 17.84 

SASC-180-2 129.4 454.2 140.2 13.2 153.4 3.0 342.8 21.63 

SASC-220-2 153.9 540.3 168.6 17.4 186.0 2.9 407.8 25.73 

SASC-250-2 175.0 614.2 192.2 17.6 209.8 2.9 463.6 29.25 

SASC-280-2 208.6 732.3 233.2 23.2 256.4 2.9 552.7 34.87 

SASC-360-2 273.0 958.3 284.6 29.6 314.2 3.0 723.3 45.63 

SASC-420-2 321.5 1128 327.2 32.6 359.8 3.1 851.6 53.73 

SASC-480-2 368.1 1292 376.6 39.8 416.4 3.1 975.2 61.53 

SASC-560-2 418.3 1468 420.5 41.2 461.7 3.2 1108 69.91 

 
 
 
 
 
 
 

125 

SASC-050-1 30.9 108.3 38.6 3.7 42.3 2.6 81.7 5.16 

SASC-060-1 38.7 135.9 47.9 4.4 52.3 2.6 102.6 6.47 

SASC-070-1 44.2 155.0 57.1 5.8 62.9 2.5 117.0 7.38 

SASC-100-2 61.7 216.6 77.2 7.4 84.6 2.6 163.5 10.31 

SASC-120-2 77.4 271.8 95.8 8.8 104.6 2.6 205.1 12.94 

SASC-140-2 88.3 310.0 114.2 11.6 125.8 2.5 234.0 14.76 

SASC-160-2 101.8 357.2 127.8 11.6 139.4 2.6 269.6 17.01 

SASC-180-2 123.7 434.2 147.6 13.2 160.8 2.7 327.7 20.68 

SASC-220-2 147.1 516.2 178.2 17.4 195.6 2.6 389.6 24.58 

SASC-250-2 167.6 588.3 203.4 17.6 221.0 2.7 444.0 28.01 

SASC-280-2 200.1 702.3 244.2 23.2 267.4 2.6 530.1 33.44 

SASC-360-2 265.0 930.1 300.6 29.6 330.2 2.8 702.0 44.29 

SASC-420-2 309.4 1086 342.8 32.6 375.4 2.9 819.7 51.72 

SASC-480-2 354.6 1244 393.4 39.8 433.2 2.9 939.4 59.27 

SASC-560-2 405.2 1422 445.3 41.2 486.5 2.9 1073 67.72 
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130 

SASC-050-1 29.7 104.2 40.7 3.7 44.4 2.3 78.6 4.96 

SASC-060-1 37.3 130.8 50.6 4.4 55.0 2.4 98.7 6.23 

SASC-070-1 42.0 147.4 60.2 5.8 66.0 2.2 111.3 7.02 

SASC-100-2 59.4 208.4 81.4 7.4 88.8 2.3 157.3 9.92 

SASC-120-2 74.5 261.6 101.2 8.8 110.0 2.4 197.4 12.46 

SASC-140-2 84.0 294.8 120.4 11.6 132.0 2.2 222.5 14.04 

SASC-160-2 96.5 338.8 134.4 11.6 146.2 2.3 255.7 16.13 

SASC-180-2 118.0 414.2 155.6 13.2 168.8 2.5 312.6 19.72 

SASC-220-2 139.7 490.2 188.8 17.4 206.2 2.4 370.0 23.34 

SASC-250-2 159.6 560.1 215.2 17.6 232.8 2.4 422.7 26.67 

SASC-280-2 191.0 670.3 256.1 23.2 279.3 2.4 505.9 31.92 

SASC-360-2 254.7 894.1 315.6 29.6 345.2 2.6 674.8 42.58 

SASC-420-2 297.5 1044 359.8 32.6 392.4 2.7 788.2 49.73 

SASC-480-2 341.4 1198 412.1 39.8 451.9 2.7 904.4 57.06 

SASC-560-2 391.0 1372 460.1 41.2 501.3 2.7 1035 65.35 

 
 
 
 
  
 
 

135 

SASC-050-1 28.5 99.9 43.0 3.7 46.7 2.1 75.4 4.76 

SASC-060-1 35.8 125.5 53.4 4.4 57.8 2.2 94.7 5.98 

SASC-070-1 39.7 139.3 63.4 5.8 69.2 2.0 105.1 6.63 

SASC-100-2 56.9 199.8 86.0 7.4 93.4 2.1 150.8 9.51 

SASC-120-2 71.5 251.0 106.8 8.8 115.6 2.2 189.4 11.95 

SASC-140-2 79.4 278.6 126.8 11.6 138.4 2.0 210.3 13.27 

SASC-160-2 91.1 319.6 141.4 11.6 153.3 2.1 241.2 15.22 

SASC-180-2 112.1 393.6 163.8 13.2 177.0 2.2 297.1 18.74 

SASC-220-2 132.8 466.1 200.4 17.4 217.8 2.1 351.8 22.20 

SASC-250-2 151.7 532.6 228.4 17.6 246.5 2.2 402.0 25.36 

SASC-280-2 180.7 634.1 268.4 23.2 291.6 2.2 478.6 30.20 

SASC-360-2 244.0 856.3 331.4 29.6 361.2 2.4 646.3 40.78 

SASC-420-2 285.5 1002 377.6 32.6 410.2 2.4 756.4 47.72 

SASC-480-2 327.7 1150 430.3 39.8 470.1 2.4 868.1 54.77 

SASC-560-2 376.7 1322 482.2 41.2 523.4 2.5 997.9 62.96 

 
 
 
 
 
 
 

140 

SASC-050-1 27.2 95.5 45.4 3.7 49.1 1.9 72.1 4.55 

SASC-060-1 34.2 119.9 56.3 4.4 60.7 2.0 90.5 5.71 

SASC-070-1 37.3 130.9 66.8 5.8 72.6 1.8 98.8 6.23 

SASC-100-2 54.4 191 90.8 7.4 98.2 1.9 144.2 9.10 

SASC-120-2 68.3 239.8 112.6 8.8 121.4 2.0 181.0 11.42 

SASC-140-2 74.6 261.8 133.6 11.6 145.2 1.8 197.6 12.47 

SASC-160-2 85.4 299.8 148.6 11.6 160.2 1.9 226.3 14.28 

SASC-180-2 105.8 371.4 172.6 13.2 185.8 2.0 280.3 17.69 

SASC-220-2 125.4 440.2 213.1 17.4 230.5 1.9 332.2 20.96 

SASC-250-2 143.1 502.3 242.6 17.6 260.2 1.9 379.1 23.92 

SASC-280-2 169.3 594.2 281.6 23.2 304.8 1.9 448.5 28.30 

SASC-360-2 233.1 818.2 348.2 29.6 377.8 2.2 617.5 38.96 

SASC-420-2 273.0 958.1 396.8 32.6 429.4 2.2 723.1 45.62 

SASC-480-2 314.0 1102 440.1 39.8 479.9 2.3 831.9 52.49 

SASC-560-2 361.3 1268 506.9 41.2 548.1 2.3 957.2 60.39 
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